
A superior, flexible air, water hose. Oil mist resistant. U.V. General purpose air and water supply with excellent For air, water and fluid transfer where low temperature 

resistant. Conforms to AS2554 Class B. 232 PSI. flexibility. Oil mist and U.V. resistant. Conforms to AS 2554. flexibility is required. Oil mist and U.V. resistant.

Sizes 1/4" to 1" ID. 145 - 230 PSI. Sizes 3/4" to 2" ID. Conforms to AS 2554 Class B. 232 PSI. Sizes 3/8" & 1/2" ID.

Clear multipurpose hose for the transfer of air, water, Petrol and oil resistant hose featuring excellent flexibility Designed specifically for use in fire reels. Also suitable for 

food and petroleum products. Conforms to AS 2070. at low temperatures for dispensing fuels and oils. general water delivery. AS/NZ 1221 . Black or Yellow

230 PSI. Sizes 1/4" to 2" ID. 145 PSI.  Sizes 3/4" to 1 1/4" ID. cover. 145 PSI. Sizes 3/4" & 1" ID.

Washdown and general purpose water supply applications Heavy duty PVC hose designed for the transfer of hot or For conveying drinking water, will not taint the water. 

 with excellent flexibility and kink resistance. U.V.  cold water in the food industry, and washing machines. Ideal for caravans, boats, etc. U.V. resistant. Conforms to

resistant.  145 PSI.  Sizes 3/4" to 1 1/2" ID. Up to 70C. 230 PSI. Sizes 1/2" to 1" ID. AS 2040.  145 PSI. Size 1/2" ID.

High chemical and petroleum resistant hose manufactured High pressure spray hose resistant to a wide range of Eliminator Pro is designed for applications involving the 

from polymer with high nitrile content. Flexible and U.V. pesticide and weedicide chemicals used in spraying high pressure transference of chemicals involved in

resistant.  290 PSI.  Sizes 5/16" to 1" ID. applications. 450 PSI. Sizes 3/8" to 1" ID. horticulture.  600 PSI.  5/16" to 1" ID.

Commercial grade Garden Hose manufactured to conform Premium garden hose manufactured from high grade Australian made U.V. protected, reinforced with excellent 

to AS2620. U.V. stabilised. 5 year guarantee polymers, kink resistance and flexible. U.V. resistant. kink resistance even in cold weather.

101 PSI.  Size  1/2" to 1" ID. 10 year guarantee. 174 PSI. Sizes 1/2" & 3/4" ID. 145 PSI. Sizes 1/2" to 1" ID.

Outboard PVC marine fuel hose for portable or above Non-toxic clear tube suitable for the low pressure transfer Designed for use in industrial air breathing and 

deck mounted fuel tanks. U.V., E10, unleaded & diesel of food and beverages. Conforms to AS2070. commercial deep sea diving applications. U.V. stabilised. 

resistant. 70 PSI. Size 5/16" & 3/8" ID. 40 PSI.  Size 1/8" to 2" ID. Conforms to AS2299 & AS1716. 348 PSI. Size 5/16" & 3/8" ID.

A tough, flexible suction & discharge hose designed for the A highly flexible suction & discharge hose, manufactured A flexible and U.V. resistant hose for the suction and 

transfer of water, slurries, chemicals, grains, sand and with a blend of Nitrile and PVC, designed for transfer of delivery of liquids where product visibility is required. 

gravel. 58 PSI. Size 1" to 6" ID. hydrocarbons. 70 PSI.  Size 1" to 4" ID. 17 - 99 PSI. Size 1/4" to 6" ID.

Highly flexible hose with a smooth inside. Resistant to White flexible suction and discharge hose, manufactured Flexible PVC suction hose designed as a discharge hose for 

crushing, abrasives and most chemicals.  28 to 99 PSI. with Nitrade to minimise the permeation of odours bilge and pond pumps. Also used as a dust extraction and 

Size 1" to 6" ID. through the hose. 47 to 130 PSI. Size 3/4", 1" and 1 1/2" ID. light duty airseeder. 58 - 101 PSI. Size 3/4" to 2" ID.

A heavy duty suction/disharge well suited for extreme Flexible and high level of U.V. resistance makes this an Lightweight and semi-rigid LDPE opaque seed transfer 

enviroments. High Nitrile/PVC blend ensures excellent excellent hose for use as primary, secondary and tertiary tubing designed for use as tertiary lines on air seeding 

for abrasive applications. 43-73 PSI. Size 2" to 4" ID. lines on air seeder machines. Conforms to AS/NZS 2070. equipment. Size 23 to 32mm ID.

Available with either Black, Red, or Green Helix. 90 PSI.

Size 1" to 4" ID.

SHYT - Yellow Tail HD Suction SHAS* - Heavy Duty Airseeder TGT - Opaque Grain Tube

SHHD - Grey HD SHPO - Blue Petrol & Oil SHARMA - Clear Helisteel

SHASE - Apollo Super Elastic SHSAN - White Marine Sanitary SHHIFLEX - Corrugated Light Suction

PHGHG - Garden Hose - 5yr PHGH - Garden Hose - 10yr PHGHT - Green Tint Garden Hose

PHOF - Outboard Fuel TCVT - Clear Vinyl Tubing PHAB - Air Breathing

PHWD - White Washdown PHHW - Hotwash PVC PHDW - Drinking Water

PHSPW - Spraychem Black PHAR - Allrounder Red Spray PHELP - Eliminator Pro

INDUSTRIAL PVC HOSE

PHBF - Blueflex Air/WaterPHYS - Safety Yellow S Air/WaterPHYB - Yellow/Blue Super Multiflex

PHTPR - Clear Braided Multipurpose PHPUMP - Drum Pump PHFR - Fire Reel


